
EXOTIK PRE-AMPLIFIER

Exotic Pre-amplifier JP  1/29/07  2:08 PM  Page 1



EXOTIK PRE-AMPLIFIER
i

: 

Live
Neutral

Earth

1. :

2. :

3. :

4. :

5.

6.

7.

8. ( )

9.
2 2

3

10.

11.

12.

13.

14.

15. :

16. :

17. :
( )

18. :

19. :
National Electrical Code ANSI/

NFPA 70 810

20. :

21. :

22.

23.



EXOTIK PRE-AMPLIFIER
ii

CE
73/23/EEC

89/336/EEC (92/31/EEC 93/68/EEC )

73/23/EEC (LVD)

EN60065 2002

89/336/EEC (EMC)

EN55013 2001
EN55013 2001
EN55020 2002

FCC

FCC 15 B
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EXOTIK

KLIMAX KONTROL

EXOTIK 6
6 Dolby Digital 5.1 Dolby Pro Logic II DTS DTS

96/24 phono stage

EXOTIK

EXOTIK

LIMBIK Party

:
(18

)

4 (2 )

( ) 1

RS232
(EXOTIK Linn UNIDISK 2 )

1

Dolby Pro Logic II Dolby Digital EX

DTS 96/24 DTS-ES
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EXOTIK (19 )

(
)

LCD

LCD

EXOTIK LCD

EXOTIK ( 6/PHONO
)

6/PHONO moving-magnet (MM) phono stage moving-coil (MC) phono stage line-
level ( )

6/PHONO MM phono stage

6/PHONO MC
Linn Linn

6/PHONO
12 ANALOG 6 TYPE

:
moving-magnet moving-coil phono cartridge 2

line-level (
) CD DVD

Phono stage
Linn phono stage

2
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POWER

TAPE OUT

L

1 243/CENTRE2/SURR

SUB5.1 GROUPSUB

1/FRONTFRONT SURR SURR BK CENTREIN

1

1

2

3 MAIN

SEE UNDERSIDE FOR SAFETY DETAILS

2 4 RCU
OUT

5

3
OUT 1 3INPUTS 2

OUT

R

L

R

L

R

OUT   RS232  IN

OFF

ON

ANALOGUE AUDIO INPUTS SPDIF TOSLINKANALOGUE AUDIO OUTPUTSREMOTEIR

1 2 14

1312974 118 10653

6/PHONO

THIS APPARATUS MUST BE EARTHED.
WARNING

DISCONNECT SUPPLY CORD BEFORE CHANGING FUSE.
CAUTION

DEBRANCHER AVANT DE REMPLACER LE FUSIBLE.
ATTENTION

AUTO RANGING
100-120 V      50-60 Hz
220-240 V      50-60 Hz

REPLACE FUSE WITH T1.6 AL 250 V.
POWER CONSUMPTION 50 W APPROX.

EARTH
GROUND

EXOTIK
AV

OFF, ON

RS232: IN, OUT

IR: 1, 2

1 4 MAIN

RCU

REMOTE: IN, OUT

EXOTIK EXOTIK
Linn UNIDISK

EXOTIK OUT
EXOTIK

IN

EXOTIK Linn KNEKT

Linn KNEKT

Linn KNEKT RC5 in/out

–

IEC

2 x RJ12

2 x 3.5 mm 

5 x RJ45

1 x RJ45

2 x RCA

ANALOGUE AUDIO
OUTPUTS: FRONT L-R,
SURR L-R, SURR BK L-R,
CENTRE, SUB

TAPE OUT: L-R

ANALOGUE AUDIO
INPUTS: 5.1 GROUP -
1/FRONT L-R, 2/SURR L-R,
3/CENTRE L, SUB R

ANALOGUE AUDIO
INPUTS: 4 L-R, 5 L-R,
6 L-R/PHONO

SPDIF:OUT, INPUTS 1 3

TOSLINK:OUT,
INPUTS 1 3

EARTH GROUND

7.1 1 SURR (
) 5.1 2

SURR BK (
) 7.1
2

2 FRONT (
SUB)

DAT
1

5.1 1
3

3 6/PHONO

1
3

1
3

8 x RCA

2 x RCA

6 x RCA

6 x RCA

4 x RCA

4 x TOSLINK

1

2

3

4

5

6

7

8

9

10

11

12

13

14
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EXOTIK
EXOTIK

1. EXOTIK

2.

3. EXOTIK 10
3

4. 3

EXOTIK

Linn UNIDISK EXOTIK

Linn UNIDISK 14

EXOTIK
EXOTIK

5 MAIN MENU ( )

SPEAKER SETUP ( )
EXOTIK

SOURCE SETUP ( )

AUDIO SETUP ( )

GENERAL SETUP ( )

UNIDISK SOURCE (UNIDISK )
Linn UNIDISK EXOTIK

Linn UNIDISK MAIN MENU ( ) UNIDISK
UNIDISK SETUP (14 Linn

UNIDISK EXOTIK )

EXOTIK
INSTALLER MENU ( )

13 Installer menu ( )
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:

AMP SETUP

MAIN MENU / SPEAKER SETUP SELECT

:

^/&

:

SELECT

:

SETUP EXIT
)

5

Speaker Setup ( )

SIZE ( )

SPEAKER SIZE ( )

( ) LARGE
SMALL

LARGE
SMALL

( 80 Hz
SMALL )

SMALL FREQUENCY ( )

(SMALL)

(LARGE) (
SMALL

)

: 40 Hz 60 Hz 80 Hz 100 Hz 120 Hz

: 80 Hz

FRONT ( )

( ) LARGE
SMALL

: LARGE

CENTRE ( )

( ) LARGE
SMALL

NONE

: LARGE

STORE

SHIFT

AMPAMP

DVD

SURR

LIP SYNC MONO

AUX TUNERDVD CD

PHONO SATTV DIGITAL

DO CLOCKWHERE WHAT

AUDIO
ADJUST

VIDEO
ADJUST

PRESET

SRC +

 + --

SRC -

BAND
SCAN TUNE

DISP MORE SETUP

SETUP

SELECT

HELP

AUDIO SUB-T ANGLE ZOOM

TITLE MENU GOTO

1 2 3

4 5 6

7 8 9
SIGNALRECORDLISTEN

EXCLUDEINCLUDESHUFFLE

0



EXOTIK PRE-AMPLIFIER

DISTANCE ( )

SPEAKER DISTANCE ( )

DISTANCE UNITS

: FEET METRES

: FEET

SPEAKER DISTANCE ( )

EXOTIK EXOTIK

: 0 (0.0 m) 27 (8.2 m)

: 6 (1.8 m)

SAVE SPEAKER SETUP ( )

BACK SPEAKER SETUP ( )

EXIT ( SAVE
)

CALIBRATION ( )

SPEAKER CALIBRATION ( )

SPEAKER CALIBRATION ( )

3

(2 )
SPL ( )

6

SURROUND ( )

( ) LARGE
SMALL

NONE

: LARGE

SURROUND BACK ( )

( ) LARGE
SMALL

NONE

: LARGE

SUBWOOFER ( )

YES
NO

: YES

SAVE SPEAKER SETUP ( )

BACK SPEAKER SETUP ( )

EXIT ( SAVE
)
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:

CALIBRATION LEVEL
( SPL )

START

^ /& ^ /&

SETUP

: –15 dB 15 dB (0.5 )

: 0 dB

SAVE SPEAKER SETUP ( )

BACK SPEAKER SETUP ( )

EXIT ( SAVE
)

BACK MAIN MENU ( )

EXIT

Source Setup ( )

EXOTIK

: SPDIF 1 3 TOS (TOSLINK) 1 3 ANALOG 1 6 ANALOG GROUP KNEKT

:
ANALOG GROUP ANALOG1 2 3 ANALOG GROUP

ANALOG 1 2 3 ANALOG1 2 3
ANALOG GROUP

ANALOG GROUP TOS 1 Linn UNIDISK
UNIDISK UNIDISK SOURCE

ANALOG SOURCE DIGITAL SOURCE NONE (12
) SOURCE SETUP ( )

KNEKT General Setup ( ) KNEKT LOCAL ROOM
(11 )

Type NONE ( )
NONE

7
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NAME ( )

:

^/&

: A Z 0 9

:

T *

SELECT

: ( Linn UNIDISK UNIDISK

:
12

UNIDISK

TYPE ( )

EXOTIK

: AUX ( ) CD DVD TUNER PHONO 1/LASER PHONO 2/AUX TAPE 1
TAPE 2/VCR DAT TV CABLE SATELLITE NONE

: AUX (NONE SPDIF 1 ANALOG 1 2 3 KNEKT )

:
Linn UNIDISK DVD

VOLUME OFFSET ( )

Volume Offset
CD Volume Offset

: –15 15 (0.5 ) 0

: 0

SAT ( ) SOURCE

YES YES

NO

: YES NO

: NO

SURROUND CHANNELS ( )

ANALOG GROUP Linn UNIDISK 7.1
5.1

SURROUND
SURROUND BACK

: SURROUND ( )

SAVE SOURCE SETUP ( )

BACK SOURCE SETUP ( )

EXIT ( SAVE
)

BACK MAIN MENU ( )

EXIT

8
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Audio Setup ( )

VOLUME RATE ( )

EXOTIK

: 1/10 ( ) 10/10 ( )

: 8/10

MUTE RATE ( )

EXOTIK

: 1/10 ( ) 10/10 ( )

: 8/10

VOLUME LIMIT ( )

EXOTIK

: 0 100 (0.5 )

: 100

VOLUME PRESET ( )

EXOTIK
Volume Limit ( )

: 0 100 (0.5 )

: 40

MIDNIGHT MOVIE ( )

DVD

DVD MIDNIGHT MOVIE ON/OFF
SURR SURR (20 )

: LOW ( ) MEDIUM HIGH ( )

: LOW

DOLBY PRO LOGIC II MUSIC ( II )

Dolby Pro Logic II 5

Dolby Pro Logic II Music Dolby Pro Logic II
3

CENTRE WIDTH ( )

0
3
7

: 0 7

: 3

PANORAMA CONTROL ( )

ON

: ON/OFF

: OFF

9
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DIMENSION CONTROL ( )

: –3 ( ) 3 ( )

: 0 ( )

SAVE AUDIO OPTIONS ( )

BACK AUDIO OPTIONS ( )

EXIT ( SAVE
)

SAVE MAIN MENU ( )

BACK MAIN MENU ( )

EXIT ( SAVE
)

General Setup ( )

DISPLAY INTENSITY ( )

: LOW MEDIUM HIGH

: MEDIUM

DISPLAY CONTENT ( )

: LAST USED* SOURCE AND VOLUME VOLUME SOURCE

: SOURCE AND VOLUME

*

DISPLAY TIMEOUT ( )

Display Content ( )

: 1 SEC 10 SEC

: 2 SEC

SLEEP TIMEOUT ( )

( 3
)

: NEVER SLEEP IMMEDIATE 30 SEC 5 MINS

: NEVER SLEEP

10
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SELECTION TIMEOUT ( )

: 1 SEC 10 SEC

: 2 SEC

STARTUP SOURCE ( )

: LAST USED NONE ( )

: LAST USED

STANDBY RECORD FROM ( )

EXOTIK EXOTIK
*

EXOTIK

: LAST USED NONE ( ) KNEKT**

: LAST USED

* 21
** KNEKT ( ) LOCAL ROOM

KNEKT

Linn KNEKT EXOTIK EXOTIK
KNEKT NONE

: NONE MAIN ROOM LOCAL ROOM INTERSEKT

: NONE

RCU/IR SOCKET (RCU/IR )

RCU

: RCU* (KNEKT ) IR ( )

: RCU

* Linn KNEKT

PRODUCT IR ( IR)

: ENABLED DISABLED

: ENABLED

RS232 SETUP (RS232 )

RS232 SETUP

RS232 Setup EXOTIK RS232 (
)

BAUD RATE ( )

RS232

: 4800 230400 ( 9 )

: 9600

PARITY ( )

RS232

: EVEN ODD NONE

: EVEN

DATA BITS ( )

RS232

: 7 8

: 7

STOP BITS

RS232

: 1 2

: 1

11
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UNIDISK Source (UNIDISK )

EXOTIK Linn UNIDISK
(14 Linn UNIDISK EXOTIK )

ANALOG SOURCE ( )

: ANALOG GROUP ANALOG 1 6 NONE

: ANALOG GROUP

DIGITAL SOURCE ( )

: SPDIF 1 3 TOS (TOSLINK) 1 3 NONE

: TOS 1

SAVE MAIN MENU ( )

BACK MAIN MENU ( )

EXIT ( SAVE
)

:
Linn UNIDISK RS232 EXOTIK (14
Linn UNIDISK EXOTIK ) UNIDISK

UNIDISK ANALOG GROUP TOS 1
NONE

Source Setup ( ) Type
NONE UNIDISK Source

RS232 EVENTS (RS232 )

ENABLED RS232

: ENABLED DISABLED

: DISABLED

SAVE GENERAL SETUP ( )

BACK GENERAL SETUP ( )

EXIT ( SAVE
)

ANALOG 6 TYPE

phono stage (6/PHONO ) PHONO MM
(moving-magnet) PHONO MC (moving-coil) LINE LEVEL
phono stage

SAVE MAIN MENU ( )

BACK MAIN MENU ( )

EXIT ( SAVE
)

12
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Installer Menu ( )

:

AMP SETUP SELECT
( 5 ) INSTALLER MENU

SAVE AS INSTALLER ( )

EXOTIK EXOTIK
(

)

RESTORE INSTALLER ( )

EXOTIK

RESTORE FACTORY ( )

H8 SOFTWARE VERSION (H8 )

13
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Linn UNIDISK EXOTIK

Linn UNIDISK EXOTIK

UNIDISK UNIDISK EXOTIK
EXOTIK

EXOTIK

EXOTIK UNIDISK 2

EXOTIK Main Menu ( ) UNIDISK Setup
UNIDISK (

UNIDISK Setup UNIDISK
)

Linn UNIDISK EXOTIK

1.

2. :

UNIDISK FRONT A B SURR CENTRE SUB
EXOTIK 5.1 GROUP (RCA 6 )

UNIDISK TOSLINK EXOTIK TOSLINK 1 (Toslink
)

:
UNIDISK EXOTIK

EXOTIK (FRONT SPDIF )
11 UNIDISK SOURCE

3. UNIDISK

4. EXOTIK RS232 OUT RS232 (EXOTIK ) UNIDISK
RS232 IN

5. EXOTIK REMOTE OUT UNIDISK REMOTE IN (RCA
)

6.

7. UNIDISK User Options ( )
:

Front Panel IR Command/Enable IR Commands IGNORED OFF
RS232 Events/Enable RS232 Events ENABLED ON
Baud Rate ( ) 9600
( UNIDISK SC Knekt Mode SOURCE )

8. User Options ( )

9. EXOTIK General Setup ( )

10. RS232 Setup (RS232 )
:

Baud Rate ( ) 9600
Parity ( ) EVEN
Data Bits ( ) 7
Stop Bits ( ) 1
RS232 Events ( )

11. UNIDISK ( ANALOG GROUP
TOS 1) EXOTIK UNIDISK ANALOG SOURCE
DIGITAL SOURCE (12 )

12. Source Setup ( ) UNIDISK
SAT SOURCE SURROUND CHANNELS

(8 )

14
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3 5

SELECT /

SOURCE – / + */T

VOLUME – / + &/^
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STORE

SHIFT

AMP

DVD

SURR

LIP SYNC MONO

AUX TUNERDVD CD

PHONO SATTV DIGITAL

DO CLOCKWHERE WHAT

OFF

CD

DVD     CD

AMP

AUDIO
ADJUST

VIDEO
ADJUST

PRESET

SRC +

 + --

SRC -

BAND
SCAN TUNE

DISP MORE SETUP HELP

AUDIO SUB-T ANGLE ZOOM

TITLE MENU GOTO

1 10

12

11

16

15

2

3

8

9

7

5

6

4

1 2 3

4 5 6

7 8 9
SIGNALRECORDLISTEN

EXCLUDEINCLUDESHUFFLE

A-BTRACKDISC

0

13

14

LED

AMP Amp ( ) ( )

SHIFT RECORD OFF

( )

/

SRC - / SRC +

AUDIO ADJUST

KNEKT Linn KNEKT

( )

RECORD

SURR /

^/&/*/T

/

LIP SYNC Lip Sync

SETUP

16
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3

4
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6
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8

9

10

11

12

13

14
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EXOTIK Amp

AMP
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:

Amp

Amp

( : CD CD )

Lip sync

Amp AMP
Amp

:

SOURCE – / + SRC – / +

SELECT

( Amp )

( : DVD CD) (Linn UNIDISK
DVD )

^/&

:

VOLUME – / + /

0.5 0 100

( Amp )

( )

AUDIO ADJUST ( )

BALANCE

T *

10 10 0

( Amp )

3

DVD

17
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:

AUDIO ADJUST ( )

*/T

–10.0 10.0 (0.5 ) 0

:
AUDIO ADJUST

Lip Sync

DVD ( : )
Lip Sync

Lip Sync

LIP SYNC

^ &

Lip Sync 10 0 250

:
Lip Sync DTS

18

*
( )

5.0

EXOTIK

:

SURR

Dolby Digital

Dolby Digital EX

Dolby Pro Logic II*

Dolby Pro Logic II Music*

DTS Digital Surround

DTS 96/24

DTS ES Matrix

DVD 5.1

Dolby Digital 5.1
7.1 2

5.0

Dolby Pro Logic II
3

DVD 5.1

DTS

DTS 5.1
7.1 2
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2

2

* Linn UNIDISK 1.1 2.1 UNIDISK
11

**
( )

5.0

DTS ES Discrete

DTS 96/24 ES Matrix

Phantom

3 Stereo

Stereo Sub

MPEG Stereo

MPEG Surround

AAC Stereo

AAC Surround

LIMBIK Party

DVD 6.1
EXOTIK 6.1 7.1

2

5.1 7.1
2 DTS

5.1 7.1

5.1 7.1

5.1 2

MPEG 2

MPEG

2

PCM LtRt LtRt

* (Pure Stereo)
*

Stereo 2.0 2.0 2.0 2.0

Dolby Pro Logic II** 5.0 5.0 5.0 5.0

Dolby Pro Logic II Music** 5.0 5.0 5.0 5.0

LIMBIK Party 5.0 & 7.0 5.0 & 7.0 - 5.0 & 7.0

Stereo Sub 2.1 2.1 2.1 2.1

Dolby DTS MPEG AAC

Stereo 2.0 - - - 2.0

Phantom 4.1 4.1 4.1 4.1 4.1

3 Stereo 3.1 3.1 3.1 3.1 3.1

Stereo Sub 2.1 2.1 2.1 2.1 2.1

Dolby Digital 5.1 - - - -

Dolby Digital + 
Dolby Digital EX

7.1 - - - -
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DVD

SURR MIDNIGHT MOVIE MODE ON/OFF

SURR

MIDNIGHT

:
Audio Midnight Movie

(9 Midnight Movie )

AUDIO ADJUST AUDIO SETTINGS
RESET

Dolby DTS MPEG AAC

DTS Digital Surround - 5.1 - - -

DTS 96/24 - 5.1 - - -

DTS ES Matrix - 7.1 - - -

DTS ES Discrete - 7.1 - - -

DTS 96/24 ES Matrix - 7.1 - - -

MPEG Stereo - - 2.0 - -

MPEG Surround - - 5.1 - -

AAC Stereo - - - 2.0 -

AAC Surround - - - 5.1 -

LIMBIK Party 5.0 & 7.0 5.0 & 7.0 5.0 & 7.0 5.0 & 7.0 -

:

*stereo* *



EXOTIK PRE-AMPLIFIER

EXOTIK DAT
EXOTIK

:

SHIFT RECORD

^/&

^/&

:
NO SOURCE :
KNEKT : EXOTIK KNEKT Line Driver

( )
KNEKT

21

:

(
2 )

2

LtRt 44.1 kHz
LtRt 48 kHz
LtRt 88.2 kHz
LtRt 96 kHz 

LtRt As Input

Bit Perfect

Analog



Type ( )

3 x RCA 500 mVp-p 75 Ω
(SPDIF)

3 x TOSLINK

12 x RCA 2 Vrms 10k Ω
MM phono 2 x RCA 70.0 mV 48k Ω 68 pf

@ 1 kHz
+40 dB @ 1 kHz

MC phono 2 x RCA ( ) 180k Ω 10nf
5.0 mV @ 1 kHz
+64 dB @ 1 kHz

( )
15 mV @ 1 kHz
+54 dB @ 1 kHz

Type ( )

1 x RCA 500 mVp-p 75 Ω
(SPDIF)

1 x TOSLINK

8 x RCA 2 Vrms 330 Ω
2 x RCA 2 Vrms 330 Ω

EXOTIK PRE-AMPLIFIER
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AC 100–230 V @ 50-60 Hz

3.7 kg, 8 lb 2 oz

381 ( ) x 368 ( ) X 80 ( ) mm

Type ( ) :

RS232 In Rx = 3, Tx = 2, Ov = 5

RS232 Out Rx = 5, Tx = 4, Ov = 2
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LLiinnnn  PPrroodduuccttss  LLiimmiitteedd
Glasgow Road
Waterfoot
Eaglesham
Glasgow G76 0EQ
Scotland, UK

: +44 (0)141 307 7777
FAX : +44 (0)141 644 4262

: 0500 888909
: helpline@linn.co.uk

: www.linn.co.uk

LLiinnnn  IInnccoorrppoorraatteedd
8787 Perimeter Park Boulevard
Jacksonville
FL 32216
USA

: +1 (904) 645 5242
FAX : +1 (904) 645 7275

: 888-671-LINN
: helpline@linninc.com

: www.linninc.com

LLiinnnn  DDeeuuttsscchhllaanndd  GGmmbbHH
Hühnerposten 1d 
D-20097 Hamburg 
Germany 

: +49-(0) 40-890 660-0
FAX : +49-(0) 40-890 660-29

: info@linngmbh.de
: www.linn.co.uk


